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Gripper Modules 
Overview 
 
 
 
 
 

 



 

 

5-2 12.2000 Gripper Modules 

 

Gripper Module LG 2002 
2 Gripper Fingers 

 

Handling System 

Model LG 2002 

Art.-No. 31-0060 

Stroke (S) 23 mm  (0.91 in.) 

Weight 1.1 kg  (2.43 lbs) 

Force @ 6 bar (90 psig) 160 N  (36 lbf) 

Repeatability ± 0.1 mm  (.004 in.) 

Ports (P) M5 

Operating Medium Clean, Dry Compressed 
Air – 120 psig max 

Mounting Positions Unlimited 

Color Gold/Bronze Anodize 

 

The gripper head module LG handling system is engineered to 
work with the LB, LL, and LR series or all by itself. The gripper 
module LG is suitable for a broad range of gripping applica-
tions. 
 
Of the four gripper heads available, the LG 2002 utilizes the 
two jaw, small gripper head option. 

Also available is the spring plunger option that allows the 
gripper to be operated as single-acting, normally opened or 
normally closed. It may also be used as a safety feature; in the 
event of loss of air pressure the jaws may be maintained open 
or closed. 
 
As with the entire line of Lanco handlers, the gripper module 
LG makes use of the standard locating ring for mounting to 
other modules. 
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Dimensions 
 

 
 
 

LG 2002 Gripper Head 

 



 

 

5-4 12.2000 Gripper Modules 

 

Gripper Module LG 2002 R 
2 Gripper Fingers in Combination with Rotary Module 

 

Handling System 

Model LG 2002 R 

Art.-No. 31-0061 

Stroke (S) 23 mm  (0.91 in.) 

Weight 2.5 kg  (5.51 lbs) 

Force @ 6 bar (90 psig) 160 N  (36 lbf) 

Repeatability ± 0.1 mm  (.004 in.) 

Maximum Angular Rotation 0 … 180° 

Ports (P) M5 

Operating Medium Clean, Dry Compressed 
Air – 120 psig max 

Mounting Positions Unlimited 

Color Gold/Bronze Anodize 

 

The gripper head module LG handling system is engineered to 
work with the LB, LL, and LR series or all by itself. The gripper 
module LG is suitable for a broad range of gripping applica-
tions. 
 
Of the four gripper heads available, the LG 2002 R utilizes the 
two jaw, small gripper head option. This separate 
head/actuator concept permits use of the Lanco rotary module 
LR as the rotary actuator option. With this set-up, the actuator 
remains stationary while only the gripper head rotates, thus 
tubing and wiring remain stationary. 

Also available is the spring plunger option that allows the 
gripper to be operated as single-acting, normally opened or 
normally closed. It may also be used as a safety feature; in the 
event of loss of air pressure the jaws may be maintained open 
or closed. 
 
As with the entire line of Lanco handlers, the gripper module 
LG makes use of the standard locating ring for mounting to 
other modules. 
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Dimensions 

 
 
 
LG 2002 Gripper Head 
 

 



 

 

5-6 12.2000 Gripper Modules 

 

Gripper Module LG 2002 RY 
2 Gripper Fingers in Combination with Rotary with 1 Intermediate Stop 

 

Handling System 

Model LG 2002 RY 

Art.-No. 31-0062 

Stroke (S) 23 mm  (0.91 in.) 

Weight 2.6 kg  (5.73 lbs) 

Force @ 6 bar (90 psig) 160 N  (36 lbf) 

Repeatability ± 0.1 mm  (.004 in.) 

Maximum Angular Rotation 0 … 180° 

Ports (P) M5 

Operating Medium Clean, Dry Compressed 
Air – 120 psig max 

Mounting Positions Unlimited 

Color Gold/Bronze Anodize 

 

The gripper head module LG handling system is engineered to 
work with the LB, LL, and LR series or all by itself. The gripper 
module LG is suitable for a broad range of gripping applica-
tions. 
 
Of the four gripper heads available, the LG 2002 RY utilizes 
the two jaw, small gripper head option. This separate 
head/actuator concept permits use of the Lanco rotary module 
LR as the rotary actuator option with one intermediate stop. 
With this set-up, the actuator remains stationary while only the 
gripper head rotates, thus tubing and wiring remain stationary. 

Also available is the spring plunger option that allows the 
gripper to be operated as single-acting, normally opened or 
normally closed. It may also be used as a safety feature; in the 
event of loss of air pressure the jaws may be maintained open 
or closed. 
 
As with the entire line of Lanco handlers, the gripper module 
LG makes use of the standard locating ring for mounting to 
other modules. 
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Dimensions 

 
 
 
 
LG 2002 Gripper Head 

 



 

 

5-8 12.2000 Gripper Modules 

 

Gripper Module LG 2002 RZ 
2 Gripper Fingers in Combination with Rotary Module with 2 Intermediate Stops 

 

Handling System 

Model LG 2002 RZ 

Art.-No. 31-0063 

Stroke (S) 23 mm  (0.91 in.) 

Weight 2.7 kg  (5.95 lbs) 

Force @ 6 bar (90 psig) 160 N  (36 lbf) 

Repeatability ± 0.1 mm  (.004 in.) 

Maximum Angular Rotation 0 … 180° 

Ports (P) M5 

Operating Medium Clean, Dry Compressed 
Air – 120 psig max 

Mounting Positions Unlimited 

Color Gold/Bronze Anodize 

 

The gripper head module LG handling system is engineered to 
work with the LB, LL, and LR series or all by itself. The gripper 
module LG is suitable for a broad range of gripping applica-
tions. 
 
Of the four gripper heads available, the LG 2002 RZ utilizes 
the two jaw, small gripper head option. This separate 
head/actuator concept permits use of the Lanco rotary module 
LR as the rotary actuator option with two intermediate stops.  
With this set-up, the actuator remains stationary while only the 
gripper head rotates, thus tubing and wiring remain stationary. 

Also available is the spring plunger option that allows the 
gripper to be operated as single-acting, normally opened or 
normally closed. It may also be used as a safety feature; in the 
event of loss of air pressure the jaws may be maintained open 
or closed. 
 
As with the entire line of Lanco handlers, the gripper module 
LG makes use of the standard locating ring for mounting to 
other modules. 
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Dimensions 

 
 
 
 
LG 2002 Gripper Head 

 



 

 

5-10 12.2000 Gripper Modules 

 

Gripper Module LG 2003 
3 Gripper Fingers 

 

Handling System 

Model LG 2003 

Art.-No. 31-0065 

Stroke (S) 23 mm  (0.91 in.) 

Weight 1.2 kg  (2.65 lbs) 

Force @ 6 bar (90 psig) 160 N  (36 lbf) 

Repeatability ± 0.1 mm  (.004 in.) 

Ports (P) M5 

Operating Medium Clean, Dry Compressed 
Air – 120 psig max 

Mounting Positions Unlimited 

Color Gold/Bronze Anodize 

 

The gripper head module LG handling system is engineered to 
work with the LB, LL, and LR series or all by itself. The gripper 
module LG is suitable for a broad range of gripping applica-
tions. 
 
Of the four gripper heads available, the LG 2003 utilizes the 
three jaw, small gripper head option.  

Also available is the spring plunger option that allows the 
gripper to be operated as single-acting, normally opened or 
normally closed. It may also be used as a safety feature; in the 
event of loss of air pressure the jaws may be maintained open 
or closed. 
 
As with the entire line of Lanco handlers, the gripper module 
LG makes use of the standard locating ring for mounting to 
other modules. 
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Dimensions 

 
 
 
 
LG 2003 Gripper Head 

 



 

 

5-12 12.2000 Gripper Modules 

 

Gripper Module LG 2003 R 
3 Gripper Fingers in Combination with Rotary Module 

 

Handling System 

Model LG 2003 R 

Art.-No. 31-0066 

Stroke (S) 23 mm  (0.91 in.) 

Weight 2.6 kg  (5.73 lbs) 

Force @ 6 bar (90 psig) 160 N  (36 lbf) 

Repeatability ± 0.1 mm  (.004 in.) 

Maximum Angular Rotation 0 … 180° 

Ports (P) M5 

Operating Medium Clean, Dry Compressed 
Air – 120 psig max 

Mounting Positions Unlimited 

Color Gold/Bronze Anodize 

 

The gripper head module LG handling system is engineered to 
work with the LB, LL, and LR series or all by itself. The gripper 
module LG is suitable for a broad range of gripping applica-
tions. 
 
Of the four gripper heads available, the LG 2003 R utilizes the 
three jaw, small gripper head option. This separate 
head/actuator concept permits use of the Lanco rotary module 
LR as the rotary actuator option. With this set-up, the actuator 
remains stationary while only the gripper head rotates, thus 
tubing and wiring remain stationary. 
 

Also available is the spring plunger option that allows the 
gripper to be operated as single-acting, normally opened or 
normally closed. It may also be used as a safety feature; in the 
event of loss of air pressure the jaws may be maintained open 
or closed. 
 
As with the entire line of Lanco handlers, the gripper module 
LG makes use of the standard locating ring for mounting to 
other modules. 
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Dimensions 

 
 
 
LG 2003 Gripper Head 

 



 

 

5-14 12.2000 Gripper Modules 

 

Gripper Module LG 2003 RY 
3 Gripper Fingers in Combination with Rotary Module with 1 Intermediate Stop 

 

Handling System 

Model LG 2003 RY 

Art.-No. 31-0067 

Stroke (S) 23 mm  (0.91 in.) 

Weight 2.7 kg  (5.95 lbs) 

Force @ 6 bar (90 psig) 160 N  (36 lbf) 

Repeatability ± 0.1 mm  (.004 in.) 

Maximum Angular Rotation 0 … 180° 

Ports (P) M5 

Operating Medium Clean, Dry Compressed 
Air – 120 psig max 

Mounting Positions Unlimited 

Color Gold/Bronze Anodize 

 

The gripper head module LG handling system is engineered to 
work with the LB, LL, and LR series or all by itself. The gripper 
module LG is suitable for a broad range of gripping applica-
tions. 
 
Of the four gripper heads available, the LG 2003 RY utilizes 
the three jaw, small gripper head option. This separate 
head/actuator concept permits use of the Lanco rotary module 
LR as the rotary actuator option with one intermediate stop. 
With this set-up, the actuator remains stationary while only the 
gripper head rotates, thus tubing and wiring remain stationary. 

Also available is the spring plunger option that allows the 
gripper to be operated as single-acting, normally opened or 
normally closed. It may also be used as a safety feature; in the 
event of loss of air pressure the jaws may be maintained open 
or closed. 
 
As with the entire line of Lanco handlers, the gripper module 
LG makes use of the standard locating ring for mounting to 
other modules. 
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Dimensions 

 
 
 
 
LG 2003 Gripper Head 

 



 

 

5-16 12.2000 Gripper Modules 

 

Gripper Module LG 2003 RZ 
3 Gripper Fingers in Combination with Rotary Module with 2 Intermediate Stops 

 

Handling System 

Model LG 2003 RZ 

Art.-No. 31-0068 

Stroke (S) 23 mm  (0.91 in.) 

Weight 2.8 kg  (6.17 lbs) 

Force @ 6 bar (90 psig) 160 N  (36 lbf) 

Repeatability ± 0.1 mm  (.004 in.) 

Maximum Angular Rotation 0 … 180° 

Ports (P) M5 

Operating Medium Clean, Dry Compressed 
Air – 120 psig max 

Mounting Positions Unlimited 

Color Gold/Bronze Anodize 

 

The gripper head module LG handling system is engineered to 
work with the LB, LL, and LR series or all by itself. The gripper 
module LG is suitable for a broad range of gripping applica-
tions. 
 
Of the four gripper heads available, the LG 2003 RZ utilizes 
the three jaw, small gripper head option. This separate 
head/actuator concept permits use of the Lanco rotary module 
LR as the rotary actuator option with two intermediate stops.  
With this set-up, the actuator remains stationary while only the 
gripper head rotates, thus tubing and wiring remain stationary. 

Also available is the spring plunger option that allows the 
gripper to be operated as single-acting, normally opened or 
normally closed. It may also be used as a safety feature; in the 
event of loss of air pressure the jaws may be maintained open 
or closed. 
 
As with the entire line of Lanco handlers, the gripper module 
LG makes use of the standard locating ring for mounting to 
other modules. 
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Dimensions 

 
 
 
LG 2003 Gripper Head 

 



 

 

5-18 12.2000 Gripper Modules 

 

Gripper Module LG 3002 
2 Gripper Fingers 

 

Handling System 

Model LG 3002 

Art.-No. 31-0070 

Stroke (S) 16 mm  (0.63 in.) 

Weight 1.4 kg  (3.09 lbs) 

Force @ 6 bar (90 psig) 160 N  (36 lbf) 

Repeatability ± 0.1 mm  (.004 in.) 

Ports (P) M5 

Operating Medium Clean, Dry Compressed 
Air – 120 psig max 

Mounting Positions Unlimited 

Color Gold/Bronze Anodize 

 

The gripper head module LG handling system is engineered to 
work with the LB, LL, and LR series or all by itself. The gripper 
module LG is suitable for a broad range of gripping applica-
tions. 
 
Of the four gripper heads available, the LG 3002 utilizes the 
two jaw, large gripper head option. 

Also available is the spring plunger option that allows the 
gripper to be operated as single-acting, normally opened or 
normally closed. It may also be used as a safety feature; in the 
event of loss of air pressure the jaws may be maintained open 
or closed. 
 
As with the entire line of Lanco handlers, the gripper module 
LG makes use of the standard locating ring for mounting to 
other modules. 
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Dimensions 

 
 
 
 
LG 3002 Gripper Head 

 



 

 

5-20 12.2000 Gripper Modules 

 

Gripper Module LG 3002 R 
2 Gripper Fingers in Combination with Rotary Module 

 

Handling System 

Model LG 3002 R 

Art.-No. 31-0071 

Stroke (S) 16 mm  (0.63 in.) 

Weight 2.8 kg  (6.17 lbs) 

Force @ 6 bar (90 psig) 160 N  (36 lbf) 

Repeatability ± 0.1 mm  (.004 in.) 

Maximum Angular Rotation 0 … 180° 

Ports (P) M5 

Operating Medium Clean, Dry Compressed 
Air – 120 psig max 

Mounting Positions Unlimited 

Color Gold/Bronze Anodize 

 

The gripper head module LG handling system is engineered to 
work with the LB, LL, and LR series or all by itself. The gripper 
module LG is suitable for a broad range of gripping applica-
tions. 
 
Of the four gripper heads available, the LG 3002 R utilizes the 
two jaw, large gripper head option. This separate 
head/actuator concept permits use of the Lanco rotary module 
LR as the rotary actuator option. With this set-up, the actuator 
remains stationary while only the gripper head rotates, thus 
tubing and wiring remain stationary. 

Also available is the spring plunger option that allows the 
gripper to be operated as single-acting, normally opened or 
normally closed. It may also be used as a safety feature; in the 
event of loss of air pressure the jaws may be maintained open 
or closed. 
 
As with the entire line of Lanco handlers, the gripper module 
LG makes use of the standard locating ring for mounting to 
other modules. 
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Dimensions 

 
 
 
 
LG 3002 Gripper Head 

 



 

 

5-22 12.2000 Gripper Modules 

 

Gripper Module LG 3002 RY 
2 Gripper Fingers in Combination with Rotary Module with 1 Intermediate Stop 

 

Handling System 

Model LG 3002 RY 

Art.-No. 31-0072 

Stroke (S) 16 mm  (0.63 in.) 

Weight 2.9 kg  (6.39 lbs) 

Force @ 6 bar (90 psig) 160 N  (36 lbf) 

Repeatability ± 0.1 mm  (.004 in.) 

Maximum Angular Rotation 0 … 180° 

Ports (P) M5 

Operating Medium Clean, Dry Compressed 
Air – 120 psig max 

Mounting Positions Unlimited 

Color Gold/Bronze Anodize 

 

The gripper head module LG handling system is engineered to 
work with the LB, LL, and LR series or all by itself. The gripper 
module LG is suitable for a broad range of gripping applica-
tions. 
 
Of the four gripper heads available, the LG 3002 RY utilizes 
the two jaw, large gripper head option. This separate 
head/actuator concept permits use of the Lanco rotary module 
LR as the rotary actuator option with one intermediate stop.  
With this set-up, the actuator remains stationary while only the 
gripper head rotates, thus tubing and wiring remain stationary. 

Also available is the spring plunger option that allows the 
gripper to be operated as single-acting, normally opened or 
normally closed. It may also be used as a safety feature; in the 
event of loss of air pressure the jaws may be maintained open 
or closed. 
 
As with the entire line of Lanco handlers, the gripper module 
LG makes use of the standard locating ring for mounting to 
other modules. 
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Dimensions 

 
 
 
 
LG 3002 Gripper Head 

 



 

 

5-24 12.2000 Gripper Modules 

 

Gripper Module LG 3002 RZ 
2 Gripper Fingers in Combination with Rotary Module with 2 Intermediate Stops 

 

Handling System 

Model LG 3002 RZ 

Art.-No. 31-0073 

Stroke (S) 16 mm  (0.63 in.) 

Weight 3.0 kg  (6.61 lbs) 

Force @ 6 bar (90 psig) 160 N  (36 lbf) 

Repeatability ± 0.1 mm  (.004 in.) 

Maximum Angular Rotation 0 … 180° 

Ports (P) M5 

Operating Medium Clean, Dry Compressed 
Air – 120 psig max 

Mounting Positions Unlimited 

Color Gold/Bronze Anodize 

 

The gripper head module LG handling system is engineered to 
work with the LB, LL, and LR series or all by itself. The gripper 
module LG is suitable for a broad range of gripping applica-
tions. 
 
Of the four gripper heads available, the LG 3002 RZ utilizes 
the two jaw, large gripper head option. This separate 
head/actuator concept permits use of the Lanco rotary module 
LR as the rotary actuator option with two intermediate stops.  
With this set-up, the actuator remains stationary while only the 
gripper head rotates, thus tubing and wiring remain stationary. 

Also available is the spring plunger option that allows the 
gripper to be operated as single-acting, normally opened or 
normally closed. It may also be used as a safety feature; in the 
event of loss of air pressure the jaws may be maintained open 
or closed. 
 
As with the entire line of Lanco handlers, the gripper module 
LG makes use of the standard locating ring for mounting to 
other modules. 
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Dimensions 

 
 
 
 
LG 3002 Gripper Head 

 



 

 

5-26 12.2000 Gripper Modules 

 

Gripper Module LG 3003 
3 Gripper Fingers 

 

Handling System 

Model LG 3003 

Art.-No. 31-0075 

Stroke (S) 16 mm  (0.63 in.) 

Weight 1.6 kg  (3.53 lbs) 

Force @ 6 bar (90 psig) 160 N  (36 lbf) 

Repeatability ± 0.1 mm  (.004 in.) 

Ports (P) M5 

Operating Medium Clean, Dry Compressed 
Air – 120 psig max 

Mounting Positions Unlimited 

Color Gold/Bronze Anodize 

 

The gripper head module LG handling system is engineered to 
work with the LB, LL, and LR series or all by itself. The gripper 
module LG is suitable for a broad range of gripping applica-
tions. 
 
Of the four gripper heads available, the LG 3003 utilizes the 
three jaw, large gripper head option. 

Also available is the spring plunger option that allows the 
gripper to be operated as single-acting, normally opened or 
normally closed. It may also be used as a safety feature; in the 
event of loss of air pressure the jaws may be maintained open 
or closed. 
 
As with the entire line of Lanco handlers, the gripper module 
LG makes use of the standard locating ring for mounting to 
other modules. 
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Dimensions 

 
 
 
LG 3003 Gripper Head 

 



 

 

5-28 12.2000 Gripper Modules 

 

Gripper Module LG 3003 R 
3 Gripper Fingers in Combination with Rotary Module 

 

Handling System 

Model LG 3003 R 

Art.-No. 31-0076 

Stroke (S) 16 mm  (0.63 in.) 

Weight 3.0 kg  (6.61 lbs) 

Force @ 6 bar (90 psig) 160 N  (36 lbf) 

Repeatability ± 0.1 mm  (.004 in.) 

Maximum Angular Rotation 0 … 180° 

Ports (P) M5 

Operating Medium Clean, Dry Compressed 
Air – 120 psig max 

Mounting Positions Unlimited 

Color Gold/Bronze Anodize 

 

The gripper head module LG handling system is engineered to 
work with the LB, LL, and LR series or all by itself. The gripper 
module LG is suitable for a broad range of gripping applica-
tions. 
 
Of the four gripper heads available, the LG 3003 R utilizes the 
three jaw, large gripper head option. This separate 
head/actuator concept permits use of the Lanco rotary module 
LR as the rotary actuator option. With this set-up, the actuator 
remains stationary while only the gripper head rotates, thus 
tubing and wiring remain stationary. 

Also available is the spring plunger option that allows the 
gripper to be operated as single-acting, normally opened or 
normally closed. It may also be used as a safety feature; in the 
event of loss of air pressure the jaws may be maintained open 
or closed. 
 
As with the entire line of Lanco handlers, the gripper module 
LG makes use of the standard locating ring for mounting to 
other modules. 
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Dimensions 

 
 
 
LG 3003 Gripper Head 

 



 

 

5-30 12.2000 Gripper Modules 

 

Gripper Module LG 3003 RY 
3 Gripper Fingers in Combination with Rotary Module with 1 Intermediate Stop 

 

Handling System 

Model LG 3003 RY 

Art.-No. 31-0077 

Stroke (S) 16 mm  (0.63 in.) 

Weight 3.1 kg  (6.83 lbs) 

Force @ 6 bar (90 psig) 160 N  (36 lbf) 

Repeatability ± 0.1 mm  (.004 in.) 

Maximum Angular Rotation 0 … 180° 

Ports (P) M5 

Operating Medium Clean, Dry Compressed 
Air – 120 psig max 

Mounting Positions Unlimited 

Color Gold/Bronze Anodize 

 

The gripper head module LG handling system is engineered to 
work with the LB, LL, and LR series or all by itself. The gripper 
module LG is suitable for a broad range of gripping applica-
tions. 
 
Of the four gripper heads available, the LG 3003 RY utilizes 
the three jaw, large gripper head option. This separate 
head/actuator concept permits use of the Lanco rotary module 
LR as the rotary actuator option with one intermediate stop.  
With this set-up, the actuator remains stationary while only the 
gripper head rotates, thus tubing and wiring remain stationary. 

Also available is the spring plunger option that allows the 
gripper to be operated as single-acting, normally opened or 
normally closed. It may also be used as a safety feature; in the 
event of loss of air pressure the jaws may be maintained open 
or closed. 
 
As with the entire line of Lanco handlers, the gripper module 
LG makes use of the standard locating ring for mounting to 
other modules. 
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Dimensions 

 
 
 
LG 3003 Gripper Head 

 



 

 

5-32 12.2000 Gripper Modules 

 

Gripper Module LG 3003 RZ 
3 Gripper Fingers in Combination with Rotary Module with 2 Intermediate Stops 

 

Handling System 

Model LG 3003 RZ 

Art.-No. 31-0078 

Stroke (S) 16 mm  (0.63 in.) 

Weight 3.2 kg  (7.05 lbs) 

Force @ 6 bar (90 psig) 160 N  (36 lbf) 

Repeatability ± 0.1 mm  (.004 in.) 

Maximum Angular Rotation 0 … 180° 

Ports (P) M5 

Operating Medium Clean, Dry Compressed 
Air – 120 psig max 

Mounting Positions Unlimited 

Color Gold/Bronze Anodize 

 

Also available is the spring plunger option that allows the 
gripper to be operated as single-acting, normally opened or 
normally closed. It may also be used as a safety feature; in the 
event of loss of air pressure the jaws may be maintained open 
or closed. 
 
As with the entire line of Lanco handlers, the gripper module 
LG makes use of the standard locating ring for mounting to 
other modules. 

The gripper head module LG handling system is engineered to 
work with the LB, LL, and LR series or all by itself. The gripper 
module LG is suitable for a broad range of gripping applica-
tions. 
 
Of the four gripper heads available, the LG 3003 RZ utilizes 
the three jaw, large gripper head option. This separate 
head/actuator concept permits use of the Lanco rotary module 
LR as the rotary actuator option with two intermediate stops.  
With this set-up, the actuator remains stationary while only the 
gripper head rotates, thus tubing and wiring remain stationary. 
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Dimensions 

 
 
 
LG 3003 Gripper Head 

 


